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Riptide Realtime Software Component Descriptions and Costs

Prices shown are one-time software license fees for executable programs and kernel modules. Except where stated otherwise, source code is not included. There are no additional hourly costs as these are all package prices. All components include documentation in html form, accessible at any time on the Riptide Realtime web site.

Please see the attached file ‘RiptideModel.jpg’ for an architectural overview of the system and its components.

Modified Leach driver kernel module (Free)

· The Leach driver module, modified for use with real-time software extensions

· Source code included

Basic Riptide camera system software ($7.5K)

· Riptide real-time kernel extensions module

· Image transfer at camera rates

· Image de-interlacing in full and single sub-array image modes

· Supports calls to real-time routines developed by the end-user

· Riptide camera system server

· User-side application for complete camera and image acquisition control

· Operates as a background application with connectivity to the Riptide GUI, Camio, or user software via the Riptide Applications Program Interface (API). Operation with user software will require the camera system Software Development Kit (SDK), which includes the Riptide API.

Real-time loss-less recording ($2.5K)

· Kernel-side module for loss-less camera data recording

· Image recording at camera rates

· Requires basic Riptide camera system software

GUI ($7.5K)

· User-side application for graphical camera control and image acquisition

· Continuous camera image playback in human-time*

· Interactive camera control at the DSP memory level

· Interactive definition of camera sub-arrays

· Controls loss-less camera data recording and playback

· Requires Riptide camera system server

Camio ($5K)

· User-side Tcl/Tk library package for controlling and automating camera control and image acquisition with scripts

· Requires Riptide camera system server

· Riptide camera system SDK ($1K)

· API for the Riptide camera system server to allow linkage with user programs

· Allows access to all camera system software functions

· User’s guide and example code for using the API

Free technical support

Telephone support during normal west coast business hours for:

· Installation issues

· 90 days for component-related issues 

Paid technical support (TBD)

· Hourly support for camera-related issues and other issues not mentioned under “Free technical support” 

* Human-time: 25 - 30Hz frame rate
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